Solarwarmwasserbereiter fiir Internen L Typ

- Der Kessel ist aus warmgewalzten mit Emaille
geschiitzten Stahl hergestellt.

- Betriebsdruck 1,0 MPa - 10 bar

- Hat einen elektrischen Heizkiiroper 6/4° mit
entsprechendem Thermostat

- Anschliisse am Wirmetauscher und an der
Wasserversorgung in der Tabelle beschrieben
Wiirmetauscher - Doppel-Kessel

- Grof3e Fliche der Wirmetauscher, perfekt
reibungsloser Umlauf von

- Mg-Anode zusitzlichen Korrosionsschutz fiir Kessel
Isollation mit hoher Qualitit —hoher Dichte
- Mittel zur Reinigung von Kalkstein

LEOV solar water storage tanks L type

- The tank is produced from hot rolled steel
protec"fed by enamel

- Workmg pressure 1.0 MPa - 10 bar

y /Connectmg bushing (6/4” ) for installation of an
“electric heather

- All conections with 1” a other thread

- Circular conduit

- Heat exchanger

- Groove for variable installation of sensor

- High quality insulation

- Mg - Anode additional anticorrosive protection

- Protective magnesium anode

- Side flange
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Model AD200/2 AD250/2 AD300/2 AD400/2 AD500/2
\olume L 200 250 300 400 500
Mounting height mm 1315 1560 1800 1685 1885
Inside/Outside diametar mm 500/600 500/600 500/600 600/700 600/700
Max operating pressure bar 10 10 10 10 10
Testing pressure bar 16 16 16 16 16
Max temperature EC 95 95 95 95 95
Upper coil m2 0,75 0,85 0,85 0,85 0,85
Down coil m2 11 1,25 1,5 1,09 2.1
g Flange for cleaning A @90-296 @90-296 @90-296 @90-296 @90-296
6 Sensor sleeve B (1/2") 600 660 785 795 955
Sleeve for heating element C (6/4") 700 790 946 955 1155
Connection D (1") 1037 1180 1430 1330 1530
Connection *5/4" ER(s) 1100 1255 1505 *1375 * 1560
Sensor sleeve E(/28) 930 1060 1230 1220 1400
Connection *5/4" © (@) 860 980 1150 *1140 *1320
Connection *5/4" I () 650 710 817 * 880 *1047
Connection K (1) 300 300 300 390 390
Connection *5/4" L ) 170 170 170 *185 *185
Conneetion *5/4" M (1) 995 1140 1505 1300 *1480
Connection *5/4" N (‘1"') 780 870 1040 1030 *1210
Connection *5/4" U 7 " 576 630 737 805 * 965
Connection *5/4" W (1" 250 250 250 265 * 265
Weight kg 80 91 101 123 138

LEOV Solarna grealka za voda za vnatreina
upotreba L-tip

- Kotelot e proizveden od toplo valan éelik zastiten

so emajl.

- Raboten pritisok 1,0 MPa - 10 bari.

- Muf za konekcija na elektriéen grejaé 6/4 .
- Ostanati prikluéoci 1

- Prikluéoci za konektiranje na senzori.

- Povraten vod za recirkulacija.

- Flansa za d&istenje na bigor.

- Mg anoda dopolnitelna antikorozivna zastita.
- Efektiven toplinski izmenuvadé.

- Izolacija so golema gustina.
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